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Daltec duct fans are available in
arrangement # 4 (TADD) direct drive
and arrangement # 9 (TAW) belt
drive. Each unit ships standard with
a drilled & flanged inlet and outlet,
heavy gauge steel housing and
adjustable pitch impeller.  Impeller
choices include cast aluminum,
plastic and steel. All Daltec duct fans
can be mounted in any position
horizontal to vertically. High
temperature and corrosion resistant
construction is also available.

Typical motors are TEFC.  Direct
drive units ship standard with
extended motor leads and an
external junction box.

Duct in the right direction with a
Daltec duct fan.

Design Features
• Statically & dynamically balanced impellers
• Up to 10” static pressure, 60” diameter
• Capacities from 500 - 100,000 CFM
• Flanged & drilled inlet and outlets
• Continuously welded housings
• Choice of motors and voltages
• Adjustable pitch impellers
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DUCT FANS
Optional Items
• Custom designs
• Hot Dip Galvanizing
• AMCA spark resistant construction
• Single phase, three phase, 50 Hz & 60 Hz
• Stainless steel, aluminum or steel construction
• Companion flanges, mounting feet, access door
• TEFC, explosion proof, mill & chem, ATEX motors
• Guide vane section, inlet and/or outlet guard, inlet bell
ree: (888) 532-5832   www.daltecfans.com                            
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                   Daltec … Excellence by Design


