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The GPI Industrial Blower is the perfect
fit for all OEM and industrial duty blower
applications.  Self-cleaning and
maintenance free the GPI Industrial
Blower comes standard with a radial
impeller and heavy 12 ga. construction.
If efficiency is what you crave, we offer a
backward inclined or forward curved
impeller to suit.

When it comes to options and
customization … your wish is our
command.
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GPI INDUSTRIAL FANS & BLOWER
Design Features
• Clockwise or counter clockwise rotation
• Supplied with or without motor pedestal
• Continuously welded housings
• Wheel diameters from 8” – 15”
• Direct drive arrangement # 4
• Multiple discharge positions
• Capacities to 2600 CFM
• Pressure to 16” SP
• Suitable to 230° F
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Optional Items
• Custom designs
• Belt drive arrangements # 9 & # 10
• AMCA spark resistant construction
• Single phase, three phase, 50 Hz & 60 Hz
• Dampers, flanges, shaft seals and guards
• Weather hood, inlet filters & ANSI flanges
• Stainless steel, aluminum or steel construction
•TEFC, explosion proof, mill & chem, ATEX motors
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Performance Data GPI Blowers with Cast Aluminum Radial Impellers

.
8” Diameter Impeller 4” Diameter Inlet Outlet Area 0.085 sq. ft
9” Diameter Impeller 5” Diameter Inlet Outlet Area 0.098 sq. ft.
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10-5/8” Diameter Impeller 6” Diameter Inlet Outlet Area 0.13 sq. ft.
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11” Diameter Impeller 7” Diameter Inlet Outlet Area 0.162 sq. ft.
Size Motor SP 0.5 1 1.5 2 2.5 3
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

405 0.25 1750 145 0.05 101 0.04
0.5 3450 368 0.47 353 0.41 320 0.39 303 0.41 287 0.40 254 0.40
Size Motor SP 3.5 4 4.5 5 6 7
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

405 1750
0.5 3450 236 0.37 189 0.33 121 0.29
Size Motor SP 0.5 1 1.5 2 2.5 3
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

0.25 1170 100 0.02
505 0.25 1750 214 0.08 167 0.07

0.5 3450 476 0.62 440 0.62 424 0.59 408 0.60 375 0.57
Size Motor SP 3.5 4 4.5 5 6 7
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
505 1750

0.5 3450 349 0.53 325 0.52 292 0.49 225 0.44
Size Motor SP 0.5 1 1.5 2 2.5 3
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

0.25 1170 148 0.03
610 0.25 1750 284 0.01 235 0.11 185 0.09

1 3450 579 0.88 563 0.88 529 0.83 513 0.81
Size Motor SP 3.5 4 4.5 5 6 7
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
610 1750

1 3450 496 0.81 463 0.79 428 0.76 410 0.76 361 0.67 277 0.57
PI
 P

E

Size Motor SP 0.5 1 1.5 2 2.5 3

HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP
0.25 1170 203 0.05

720 0.25 1750 388 0.19 337 0.19 286 0.16 162 0.11
2 3450 873 1.60 821 1.51 795 1.47 770 1.47 743 1.47 717 1.44
 G
Size Motor SP 3.5 4 4.5 5 6 7
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
720 1750

2 3450 691 1.41 665 1.42 640 1.36 613 1.33 535 1.17 456 1.07
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Performance Data                                              GPI Blowers with Cast Aluminum Radial Impellers

.
12-3/8” Diameter Impeller 7” Diameter Inlet Outlet Area 0.162 sq. ft
13” Diameter Impeller 7” Diameter Inlet Outlet Area 0.226 sq. ft.
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14” Diameter Impeller 8” Diameter Inlet Outlet Area 0.313 sq. ft.
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15” Diameter Impeller 8” Diameter Inlet Outlet Area 0.345 sq. ft.
Size Motor SP 1 2 3 4 5 6
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

0.25 1170 334 0.11
750 0.5 1750 716 0.44 493 0.34 310 0.25

5 3450 1532 3.49 1460 3.39 1424 3.32 1314 3.06 1217 2.95
Size Motor SP 7 8 9 10 11 12
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
750 1750

5 3450 1085 2.82 982 2.63 924 2.54 853 2.32 738 2.11 510 1.79
Size Motor SP 1 2 3 4 5 6
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

0.25 1170 413 0.13
850 0.75 1750 753 0.54 648 0.58 463 0.35

5 3450 1501 4.09 1424 3.77 1389 3.70
Size Motor SP 7 8 9 10 11 12
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
850 1750

5 3450 1314 3.55 1238 3.40 1160 3.19 1085 2.97 972 2.71 821 2.49
G
Size Motor SP 1 3 5 6 7 8
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP
0.5 1170 663 0.25

875 1.5 1750 1200 1.14 882 0.79
10 3450 2658 9.13 2457 8.68 2310 7.59 2330 7.39 2193 6.86 2128 6.80
Size Motor SP 9 10 11 12 13 14 15 16
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
875 1750

10 3450 1990 6.43 1843 6.00 1786 6.05 1657 5.70 1450 5.04 1245 4.49 1039 4.00 764 3.42
Size Motor SP 1 2 3 4 5 6
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

0.25 1170 264 0.07
730 0.5 1750 603 0.34 455 0.27

3 3450 1456 2.97 1382 2.81 1269 2.60 1193 2.56 1117 2.43 1039 2.30
Size Motor SP 7 8 9 10 11 12
HP RPM CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1170
730 1750

3 3450 963 2.31 850 1.86 775 1.77 623 1.50
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Daltec  … quiet dependable performance for demanding air
moving needs

Canada:
Daltec Industries Ltd.
Guelph, Ontario, N1E 5V5
Tel:  (519) 837-1921
Toll Free: (888) 532-5832
faninfo@daltecfans.com
www.daltecfans.com

United States:
Daltec Industries Ltd.

Maple Grove, Minnesota, 55311
Toll Free: (888) 5Daltec

                (888) 532-5832
wdimarco@daltecfans.com

www.daltecfans.com

Fan Assembly Inlet Flange Outlet Flange

Size A B C D F G H K L Size ID OD BCD M N Size Q R S T U V W X P Size

405 4 3-1/2 3-1/2 7 6 6-1/2 10-1/2 7 8 405 4-1/16 6-1/16 5-5/16 9/32 6 405 6 6 4 7/16 1/2 1 5 1 5 405
505 5 3-3/4 3-3/4 7-3/4 6-1/2 7-1/2 10-1/2 7 8 505 5-1/16 7-1/16 6-5/16 9/32 6 505 6-1/4 6-1/4 4 7/16 1/2 1 5-1/4 1 5-1/4 505
610 6 5 3-3/4 9 7-3/8 8-1/4 11-1/2 7 8 610 6-3/32 8-3/32 7-5/16 9/32 6 610 7-1/2 6-1/4 4 7/16 1/2 1 6-1/2 1 5-1/4 610
720 7 5-1/2 4-1/4 10-3/4 8-3/4 9-3/4 12-1/2 9 8 720 7-1/8 9-3/8 8-1/2 3/8 6 720 8 6-3/4 6 7/16 1/2 2 3-1/2 1 5-3/4 720
730 7 5-1/2 4-1/4 10-3/4 8-3/4 9-3/4 13-1/2 12 11 730 7-1/8 9-3/8 8-1/2 3/8 6 730 8 6-3/4 6 7/16 1/2 2 3-1/2 1 5-3/4 730
750 7 6-1/2 5 10-3/4 10 9-3/4 13-1/2 12 11 750 7-1/8 9-3/8 8-1/2 3/8 6 750 9 7-1/2 6 7/16 1/2 2 4 1 6-1/2 750
850 7.5 7-1/2 6 12-1/2 10 11-1/2 14-1/4 12 11 850 8-1/8 10-3/8 9-9/16 3/8 6 850 10 8-1/2 8 7/16 1/2 2 4-1/2 2 3-3/4 850
875 8 7-1/2 6-5/8 12-1/2 11 11-1/2 14-1/4 12 11 875 8-1/8 10-3/8 9-9/16 3/8 6 875 10 8-1/2 8 7/16 1/2 2 4-1/2 2 4-1/16 875

Dimensions are preliminary and are not to be used for construction. Please contact Daltec (888) 532-5832 for exact dimensional details.

Food Grade
Industrial Exhaust

Fans

Panel / Wall & Axial
Fans

OEM Axial &
Centrifugal
Impellers

Also Available
From Daltec

For complete
performance ratings

and/or quotation,
please contact your
local Daltec sales

representative or call
(888) 5DALTEC
(532-5832) for

assistance
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